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Introduction 
The information in this document is intended as a general guide to help you set up the babyTEL service on 
your system. It contains only babyTEL-specific parameters that need to be configured on your Lexmark 
FoIP. For full and proper functioning of the babyTEL service and all other features, your Lexmark FoIP be set 
up according to the detailed instructions provided by Lexmark in their configuration guide.  
 

 
Setup of the Lexmark FoIP Solution 
 
Lexmark FoIP can be setup using the MFP control panel, Embedded Web Server, and UCF files. The setup 
is similar to the configuration of a SIP softphone on a PC. The following sections show the settings on the 
Embedded Web Server. 

The SIP/T.38 settings are as follows: 

Fax Transport: T.38 

VoIP Protocol: SIP 

Proxy: sip.babytel.ca 

Registrar: ${SIPProxy} 

User: User ID 

Password: SIP Password 

Contact: If it is omitted then User@Proxy is used instead 

   Realm: If it is omitted, then the Proxy field is used. 

Auth ID: Authentication ID. If it is omitted then the User field is used instead 

Outbound Proxy: nat2.babytel.ca:5065 

SIP Registration Status: This shows the status of the SIP Registration. The first line should be 

“200 OK” which is the SIP response when there are no issues. Anything else in the first line indicates a 
problem with the SIP registration. The second line of this box is the AOR. The third line is the time of the 
registration. 
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Contact 
If you require assistance you can contact us 24 hours a day, 7 days a week, by email at service@babytel.net. 
 
You can also reach us by phone 7 days a week from 9 AM to midnight, Eastern Time at: 
 

Canada USA 

Montréal: 514 201-6550 
Toronto: 416 848-0990 
Toll free: 1-877-258-VoIP 
(8647) 

Toll free: 1-877-808-VoIP (8647) 

 
Address: 1425 René-Lévesque, Suite 700, Montréal, Québec, Canada H3G 1T7 
 
Website: www.babytel.net 
 
 
 
Thank you for choosing babyTEL as your Internet Telephony Service Provider. We at babyTEL will continually strive to 
provide you a reliable service. As well, we will be regularly adding additional capabilities that you may find useful. 
Please keep up-to-date by visiting us at the babyTEL website. Pleasant surprises may await you. 
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